Material Safety

Cummon Name Varathane® |_|qu|c| Flastm Code Liquid Plastic Products

_50.60, 91
MS
Sopplier The Flecto Company, Inc. DS# , June 1998
1000 45th Street TECA Inventory J:\H raw matarials are
Qakland, Califormnia 84608 listed.
Validation Date  6/15/98
Trade name Varathane® Liquid Plastic —

Pr————— -
Material Bises Use on all interior wood surfaces including floors. wﬂmmm E&B%asn;g;:ona

For Irfarmation Cali:
I Manufacturer The Flecto Company, Inc. 800-835-3286

1000 45th Street
Cakland, California 84808

. TLV/PEL
Weight
Mineral Spirits 064742478 (=810 TWA: 100 (ppm) Not available.
Methyl ethy! Ketoxime 000086297 |<D.3- Not available. Not available.

Emergenv Overview ”May‘cause Bye lrntatmn May cause skm 1rrltatton May be ham"iful or fatal If swalldwad

Potentia] Acute Health Hazardous in case of eye contact (irmtant), of ingestion, of inhatation. Slightly hazardous in case
Effects of skin contact {imitant}.

Potential Chronic Health  Non-gensitizer for skin, Non-permeator by skin,

Effects CARCINOGENIC EFFECTS: Not available.

MUTAGENIC EFFECTS: Not available,
TERATOGENIC EFFECTS: Not available.
DEVELOPMENTAL TOXICITY: Not available.

Target Organs: Not available.

Routes of Entry Eye contact. Inhalation. Ingeéstion.

Medicul Conditions There is no known effect from chranic exposure to this product. Repeated or prolonged exposure
Aggravated by is not known to aggravate medical condition,

Overesprosure:

4 Signs and Symptoms of Not availaple.
B Overexposure:

‘Eye Cuntact ' Check fc:nr and remova any tontact ienses. IMMEDIATELY ﬂush cyes mth running water for at
lsast 15 minutes, keeping eyetids open. COLD water may be used. DO NOT use an eye
ointment. Seek medical aftention.

Skin Contact Genfly and thoreughly wash the contaminated skin with running water and non-abrasive soap. Be
particularly carefuf to ciean folds, crevices, creases and groin. COLD water may be uged. Cover
the irritated skin with an emollient. |f irritation persists, seek medical attention. Wash
contaminated clothing before reusing.

Hazardous Skin Contact  Wash with a disinfectant soap and cover the contaminated skin with an anti-bactérial cream.
Seek medical attention.
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, Varathane® Liquid Plastic Page Number: 2

inRalation Allow the victim Ip rest In a well ventilated area. Seek jmmediate medical attention.
Hazardous Inhalation Evacuate the victim to a safe area as soon as possible. Loosen tight glothing such as a coilar, tie,

balt or waistvand. H bregsthing is dificult, administer pxygen. If the victim is not bteathing, perform
mouth-to-mouth resuscitation.

Ingestion DO NOT induce vomiting. Examine the lips and mouth to ascertain whethar {he tissues are
damaged, a possible indication that the toxic material was ingested; the absence of such signs,
hawever, is not conclusive. Loosen tight clothing such as a collar, tie, belt or waistband. If the
victim is not breathing, perform mouth-to-mouth resuscitation. Seek immediale medical attention.

Hazardous Ingestion No additional information,

Hammaniity ofthe ——— Combustible.

Froduct
Aunto-Ignition Temperature The lowest known value is 218°C (424 4°F) (Mineral Spirits).
Flash Puinis CLOSED CUP: 40.5°C (104.9°F). (Setaflash.).,

Flammable Linyits The greatest known range s LOWER: 1.1% UPPER: 6% (Mineral Spirits)

Products of Combustion  These products are carbon axides (GG, GO2), nitrogen oxides (NO, NOZ)

Fire Hazards in Presence of Flammablg in presence of open flames and sparks.
Various Substances

Explosion Hazards in No danger known.
Presence of Varions
Subsatances

Fire Fighting Media SMALL FIRE: Use DRY chamicals, CO2, water spray or foam.
and Lostructions LARGE FIRE: Use water spray, fog cr foam. DO NOT use water jet,

Special Remarks on Combustible.
Fire Hazards

Special Rem:arks on No additional remark,
Explosion Hazards

Map up ar absorb wrth an mert DHY maiersal and p}ace in an appmprlate waste dlspcsal
Container,

Large Spill Combustible material. Keep away from heat. Keep away from sources of ignition. Stop leak if
without risk. Be careful that the product is not present at a concentration level above TLYV. Check
TLV on the MBDS and with local authorities.

After handhng.‘ a!ways 'wash hands thoroughly with soap and water,

Storage Keep container dry. Ground all equipment containing material. Keep container tightly closed.
Keep in a cool, well-ventilated place. Combustible materials should be stored away from extreme
heat and away from strong axidizing agents.
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lmgmeermg (mntrnls Provide exhaust ventllatlon or other angmaéring controls to keep the airbome concentratIDnS of
vapors below their respective threshold limit valua. Ensure that eyewash stations and safety
showers are proximal to the work-station locatian.

Personal Protection Lab coat. Vapor respirator. Be sure to use a MSHA approved respirator or equivalent. Gloves
(impervious). Safety glasses.

Personal Protection in Case Splash goggles. Full suit. Vapor respirator. Boots. Glovas. A salf contained breathing

of a Large Spill apparatus should be used to avoid inhalation of the product. Suggested protective clothing might
not be sufficient; consult a specialist BEFORE handling this product.

Chemical Name or Product Name CAS# Exposure Limits

Minerat Spirits 064742478 TWA: 100 (ppm)

Methyl ethyl ketoxime C000e6287 Not avallable.

)

e
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Physmnl stnte and
appearance

Odor Hydrocarbon.

Molecular Weight Not applicable. Taste Not available.

pH (1% soln/water) Not available. Color  Light straw.

Boiling/Condensation Point The lowest known value is 168°C (334.4°F) (Mineral Spirits).

Melting/Sublimation Foint Not available.

Critical Temperature Not available.

Specific Gravity 0.91 {(Water= 1)

Vapor Pressare The highest known value is 2 mmm of Hg (@ 20°C) (Mineral Spirits).

Yapor Density The highest known value is 4.8 (Air=1) (Mineral Spirits),

Volatility <B4% (VIV).

QOdor Threshold Not available.

Evaporation rate Nat available.

Viscosity Not available.

Water/Qil Dist. Coeff. The product is more soluble in oil.

Ionjcity (in Water) Not available.

Dispersion Properties Not available.

Solubility Soluble in mineral splirits.

Physical Chemical Not available.
Comments

Chemltﬂl Stnhllity The produc:tls stable

Conditions of Instability  No additional remark.

Lucompatibility with None known.
various substances

Hazardous Decomposition Not available.
Produsts

Hazardous Polymerization No.
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LDSO Nost availabia ‘
LC50: Mot available,

Chronic Effects on Humans Not available.

Toxlcl to Amm:\ls

Other Toxic Effects on Hazardous in case of skin contact {imitant), of eye contact (irritant), of inhalation,
Humans Hazardous in case of ingastion.

Special Remarks on No additional remark.

Toxicity to Animals

Special Remarks on Mo additional remark.

Chronic Effects on Humans

Speclal Rematks on ether  No additional remark,
Toxic Effects on Humans

Ecotoxlmty

BODS and COD Mot available.

Products of Biodegradation Possibly hazardous short term degradation products are not likely.

Toxicity of the Products  The products of degradation are less toxic than the product itself.
of Bilodegradation

Special Remarks on the o additional remark,
Prodocts of Biodegradation

Waste informatmu Use prnduci or recyc!e Consult local or raglonal authoﬂnes

Wagste stream Consult local or ragional authorities.

no Classlﬁmtion ~DOT CLASS 3. Combustible Ilqmd with a flash point greater
than 37.8°C (100°F). Not regulated for highway travel,

Considerad flammable for air or ocean transport. UN1263

Proper Shipping Name Faint

DOT Identification Not regulated for highway travel, Considered flammabte for air or otean transport, UN1263
Number
Packing Group I

Maritime transportation  Not available.

Hazardous Spbstances Mot available,
Reportable Quantity

§pecial Provisions for No additional remark.
Transport

TG Classiflcation TDG CLASS 3: Flammable liquid.

ADR Classification ADR CLASS: Flammable liguid D. Non-toxic and non-cofrosive liquid with a flash point betwean
21°C (70°F) and 100°C {212°F).

IMDG Classification IMDG CLASS 3: Flamrmable liquid.

TATA Claossification ATA CLASS 3: Flammable liquid.
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¥ Regulations

Other Classifications FWHMIS (Canada}  WHMIS CLASS B-3: Combustible lquid with a fiash point batween 37.8°C
{100°F) and 93.3°C (200°F}.
WHMIS CLASS D-28: Material causing other toxic effects (TOXIC).

Canadian CEPA DSL:
Reputatery Lists

Proguct(s): Minaral Spirits
DSCL (EEC) R11- Highly flarnmable.
International MNo pmducfs wete found.

Regulatory Lists

il

e

HMIS (U.5.A))

National Fire Fire Husard
Protection Health o Renctivity
Association (U.8.A.) ,
Spexific hazard
References Primarily MSDS information on componants,
Other Special VOC =500 g/l (4.2 Ibsigal); Typically packaged in metal (steel) Yapint, pint, quart, and one gallen
Cengiderations containers.
¥alidated by Ken Trautwein on 6/15/98, Yerified by Jim Tuck.
Printed B/28/98.
Emergency phone:
300-255-3924
For Information Callz

ROD-635-3286
— T P Wi
Motire to Reader

Ts the hest af our kneeeledpd, the information comtained herein f accuraty  Howeber, neither Lhulmu raped supyilter mor anp of iy subsidiories auums dig Habilite whotsoever for the aceurasy of completeness
of the informution conizined kevels Final determination of switabifity of umy mesterial i the sole répunsibilty of the uver, AR miskeriols may present unknown kagards dted showhd be used veith ceuson AMhough
covimin ezards are desordbed henoln, we caninr gidegnter bt Hese are the anly Magards vha! £xiny,




